CONTRACT NO. 68635

{Include District Special Provision)

Use GUARDRAIL AGGREGATE ERQOSION CONTROL ot guardrail instgliotions where grades are less than 17 (Include District Speclal Provision)

Include State Stondards 609001, 609006 or 610001 if applicable.
Slope Drains for Exposed Pipes; Slope Drains for Buried Pipes; Seepage Collars for Buried Pipes;

Seepage Collars for Exposed Pipes; Concrete Thrust Blocks and Pipe Elbow.
5. Include District Special Provision -"Aggregate Quglity” for projects locaoted in the Western Arec of the District - approx. dividing line is IL 97.

Use EROSION CONTROL CURB at guordrail installotions where grades are equal to or grecter thon 14 ond of inlets.

Include the following District Cadd Standards as needed:

DES IiGNER NOTE:
2
3.
4

$DATESS

RATT secTion | county | JOTALTSHEET
702 1136 WOODFORD 38 29
STA. 13+30 TO STA. 17400

FED, ROAD DIST. 0. _ [ILLINOIS| FED, AID PROJECT

GENERAL NOTES: EROSION CONTROL CURB

Guoraral l. This work shdall consist of grading as needed, Installing hardware and
Ay 600(24) | treoted timber boards, furnishing and placing mastic material and
po e ey incidental bituminous surfacing in front of Steel Plate Beam Guardrall
In accordance with Plan Detalls.
2. Timber shall be treated In gccordance with Article 1007.12. All preservatives
Treated Timber Curb specified in the article will be dgllowed. Waterborne preservatives “asa” and
600(24) lap Into e’ shall have a minimum retention of 6.4 kg/m3 (0,40 Ibs./cu. f+.)
Bridge Approach Curb
190 : GCENERAL NOTES: GUARDRAIL AGGREGATE EROSION CONTROL
50A) r“fﬁ(s/?’w?d"]‘;l%r:ﬁgfsu"bc’”s with 1. This work shall conslst of grading as needed, furnishing and Installing geotextile
773 «—1‘75(3) Maximum Spacing 3.8m(12’-6") fabric qnd staples, and furnishing, placing and shaping crushed aggregate around
ols i 200 and behind Stesl Plate Beam Guardrail posts In accordance with Plan Detalls.
- 100 (8)
2. Before placing the aggregate and the Geotextile Fabric, weeds ond grass

/‘(?T

shall be removed from the area to be covered,.

Bituminous Shoulder /

3. After the area has been prepared, and In a dry condltion, the Geotextile

ok ) fabric shall be placed with a 300(12) minimum overiap, A knife cut for
o N "l‘ess Erosion Control guardrail post Installation Is nmecessary.
ee pians AQQI’GQOTS
: Geotextlie Fabric 4. The aggregate shdll be deposited, compacted and shaped by elther mechanical
Incidental Bs'zﬁfgor’gﬁg (stapled) or hand methods, In a manner reascnably true to line and grade.
5. The Contractor shall have the option of placing the guardrall before or
after the Ceotextile Fabric and Aggregate care in place. If the guardrail is
e e placed after the Geotextile Fabric and Aggregate, then any voids must be
filed and the cggregate returned to line aond grade.
TYPICAL SECTION WITH EROSION CONTROL CURB gareq e g
6. Materlals shall meet the following requirements:
A. The crushed aggregate shall be CAl gradation In accordance with
Article 1004.0l{c) of the Standard Specifications,
Guardrall B. The Geotextlle Fabric shall be nonwoven fabric in accordance with
Article 1080,02 of the Standard Specifications.
X 600(24)
minimum
| 300012) l 200
[' minimum [{:))
Shoulder “ ‘ R ‘
VL rhickness- 50(2) Eroslon Comtrof { :
See plans Aggregate
Geotextile Fabric All dimenslons are In milimeters
(stapled) (inches) unless otherwise noted,
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